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FME has advanced technology in coating machine design and force control. Our 20X more rigid Link Coat® 
coating head design makes the stick slip and deflection of stacked slide coaters obsolete and therefore our nip 
force measurement/control capability is superior to all others.

Have Fitch Metals Engineering solve your process and modernization problems.

www.fitchmetalseng.com

India
56 Udyog Bhavan,

Sonawala Rd, Goregaon (E) Mumbai.

USA
700 E. Redlands Blvd

Suite U-126 Redlands CA. 92374

Australia
Suite 4 / 108 Penshurst St.

 Willoughby NSW, 2068.

This customer needed to have a 
horizontal coater that shuttled off-line 
for cleanup without cutting the strip 
or stopping the line.
FME designed and patented this 
horizontal shuttle coater where 
Photo-A shows the drive-side support 
arm lowered below pass-line and 
Photo-B shows the top coating head 
raised above pass-line ready to move to 
the operator side for cleanup.

This customer needed to upgrade 
his solvent capture and thermal 
oxidizer to include primary, 
secondary and hot water heat 
exchangers. 

This customer needed to replace a 
top coating head to increase coating 
thickness control on high value 
coatings.
They chose FME Link Coat® rigidity 
and replaced only the top head 
during a long weekend outage.


